
Lets fresh air in, 
keeps insects out! 

Rollscreen Door

A rollscreen door will operate from side to side, hence the critical measurement is the height of the tube. 
The product consists of a tube which has to be ordered at the correct height size as no site adjustments 
are possible, and two sliding rails (which can be cut to size on site) as well a small magnetic catch, which 
�ts on the opposite side of the tube.

The screens are face �xed and it is a relatively simple operation to attach the screen to the door frame.

The rollscreen door has a sliding track on the �oor, therefore if you have a level �oor, this section will stand 
proud of the �oor.

All rollscreen doors have a maximum width of 1000mm, so to screen a double opening, two rollscreen 
doors are needed. These rollscreens will have mating magnetic catches on the handles which hold them 
together when closed.

Full instructions for �tting are provided.

Measuring for Rollscreen Doors

Its is critical that the height measurement of the tube is at least 20mm wider than the daylight size (size 
between the frame). This means that the top and bottom will have a minimum of 10mm to �t their 
respective tracks (in the case of a raised frame on the �oor). In the case of a level �oor, the measurement 
needs to able at least 10mm wider than the daylight size. It is important to measure the side, middle and 
opposite side of the door and the smallest measurement will then be the manufacturing height.

The width (sliding track measurement) can be cut on site to suit.
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